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1. PURPOSE. Thisadvisory circular (AC) establishes an acceptable means, but not the only means, of
obtaining airworthiness gpprova of Globa Positioning System (GPS) equipment for use as a supplementd
navigation system for oceanic and remote, domestic en route, terminal, and non-precision instrument gpproach
[except locdlizer, localizer directiond aid (LDA) and smplified directiond fecility (SDF)] operations. This
document addresses the gpprova of stand-aone (e.g., TSO-C129 Class A()) GPS equipment only (AC 90-
45A, Approva of AreaNavigation Systemsfor Usein the U.S. Nationa Airspace System, does not apply).
Approva of navigation or flight management systems integrating Classes B() and C() GPS equipment in a multi-
Sensor navigation system is addressed in AC 20-130A, Airworthiness Approva of Navigation or Hight
Management Systems Integrating Multiple Navigation Sensors. This document does not address GPS
equipment incorporating differentiad GPS capabiility. Like al advisory materid, this advisory circular is not
mandatory and does not condtitute arequirement. As such, the terms"shal” and "must” used in this advisory
circular pertain to an applicant who chooses to follow the method presented. This AC supersedes previous
GPS ingdlation guidance contained in: FAA Notice 8110.47, Airworthiness Approva of Globa Postioning
System (GPS) Navigation Equipment for User asa VFR and IFR Supplementa Navigation System, and FAA
Interim Guidance Memoranda dated February 25, 1991; April 5, 1991; March 20, 1992; July 20, 1992; and
September 21, 1993. The gppropriate information contained in those documentsis incorporated in this AC.

2. RELATED FEDERAL AVIATION REGULATIONS. 14 CFR parts 21, 23, 25, 27, 29, 43, 91, 121,
and 135.

3. RELATED READING MATERIALS.

a Federd Aviation Administration (FAA)/Technical Standard Order (TSO) C129, Airborne
Supplementa Navigation Equipment Using the Globa Positioning System (GPS). Copies may be obtained
from the Department of Transportation, FAA, Aircraft Certification Service, Aircraft Engineering Division,
AIR-130, 800 Independence Avenue, SW., Washington, DC 20591.

b. RTCA, Inc. Document No. DO-160C, Environmental Conditions and Test Procedures for
Airborne Equipment; Document No. DO-178B, Software Consderationsin Airborne Systems and Equipment
Certification; Document No. DO-200, Preparation, V erification and Distribution of User- Sdectable Navigation
Data Bases; Document No. DO-201, User Recommendations for Aeronautical Information Services; and
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Document No. DO-208, Minimum Operationa Performance Standards for Airborne Supplementa Navigation
Equipment Using Globa Positioning System (GPS). Copies may be purchased from RTCA, Inc., 1140
Connecticut Avenue, NW., Suite 1020, Washington, DC 20036.

C. Department of Defense Interface Control Document (1CD) 1CD-GPS-200B, Navstar GPS
Space Segment/Navigation User Interface. Copies of the civil verson of this document may be requested from
the GPS Joint Program Office, SSD/CZ, Los Angeles AFB, CA 90006.

d.  Advisory Circular 90-79, Recommended Practices and Procedures for the Use of Electronic
Long-Range Navigation Equipment; Advisory Circular 90-82B, Direct Routes in the Conterminous United
States, Advisory Circular 91-49, Genera Aviation Procedures for Hight in North Atlantic Minimum Navigation
Performance Specification Airgpace; Advisory Circular 20-129, Airworthiness Approva of Verticd Navigation
(VNAV) Sysemsfor Useinthe U.S. Nationd Airgpace System (NAS) and Alaska; and Advisory Circular
120- 33, Operationa Approvd of Airborne Long-Range Navigation Sysemsfor Hight Within the North
Atlantic Minimum Navigation Performance Specification Airgpace. Copies may be obtained from the
Department of Transportation, Genera Services Section, M-443.2, Washington, DC 20590.

e Defense Mapping Agency (DMA) Technica Report DMA TR 8350.2, Department of Defense
World Geodetic System 1984, Its Definition and Relationships With Local Geodetic Systems. Copies of this
document may be requested from the Defense Mapping Agency, Systems Center (SG), 8613 Lee Highway,
Fairfax, VA 22031-2138.

4, BACKGROUND.

a System Description The Globa Postioning System is a satdllite based radio navigation system
which utilizes precise range measurements from the GPS satdllites to determine precise position anywherein the
world. The GPS congdlation assumed in this AC consigts of 24 satdlitesin various orbital planes
approximately 11,000 nmi above the earth broadcasting a pseudo-random code timing Sgnd and data message
that the airborne equipment processes to obtain satellite position and status data as well as a measurement of
how long aradio signa takesto reach the receiver from each satdlite. System performance pecifications
contained in this AC are based upon that achieved with the above congtdlation configuration once declared
operaiond and with selective avallability (SA) active. By knowing the precise location of each satdllite and
precisdly matching timing with the atcomic clocks on the satdllites, the receiver can accuratidly measure the time
the Sgnd takes to arrive at the recaiver and thus determine precise position. A minimum of three satdllites must
be in view to determine atwo dimensiond position, if dtitude is known, and four are necessary to establish an
accurate three dimensond postion. To provide integrity monitoring based on GPS information, five satellites
with good geometry are necessary. The Department of Defense (DOD) is responsible for operating the GPS
satdllite congdlation and monitors the GPS satellites to ensure proper operation. Every satellite's exact
measured orbital parameters (ephemeris data) are sent to each satellite for broadcast as part of the data
message sent in the GPS sgnd. The GPS coordinate system is the Cartesian earth-centered earth-fixed
coordinates as specified in the Department of Defense World Geodetic System 1984 (WGS-84). Navigationa
vaues, such as distance and bearing to awaypoint, ground speed, etc., are computed from the aircraft's
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|atitude/l ongitude and the location of the waypoint. Course guidanceis usudly provided as alinear deviation
from the desired track of agresat circle course between defined waypoints.

b.  Sydem Avallability and Reidhility.

(1)  Although basic GPS postion determination cgpability from the 24 satellite congtellation is
expected to be available world-wide twenty-four hours a day, the satellite measurement redundancy necessary
to ensure integrity of the GPS position will be naither world-wide nor continuous. With less than 24 satdllites
operating, GPS navigation cgpability may not be available at particular geographic locations at certain times. At
least 21 satellites are expected to be operationa with a probability of 98 percent.

(2) Thedatus of GPSis broadcast as part of the data message transmitted by the GPS
satellites. Additiondly, system statusis planned to be available through the Notice to Airmen (NOTAM)
sysem. GPS status information is aso available by means of a telephone data service, (703) 313-5910, or
voice, (703) 313-5907, from the U.S. Coast Guard.

C. GPS Signd Integrity. GPS sgnd integrity monitoring shall be provided by the GPS navigetion
recelver usng receiver autonomous integrity monitoring (RAIM) because delays up to two hours may occur
before an erroneous satdllite transmission can be detected and corrected by the satdllite control segment.
Avallability of RAIM detection cgpability to meet non-precision gpproach requirements in the United States
(with 24 satellites operating, barometric dtitude aiding, and a5 degree mask angle) is expected to exceed 99
percent.

d. GPS System Accuracy. The GPS equipment determinesits position by precise measurement of
the distance from selected satellites in the system and the satdllite's known location. The accuracy of GPS
position data can be affected by equipment characteristics and various geometric factors. Many of these errors
can be reduced or diminated with mathematics and sophisticated modeling, while other sources of error cannot
be corrected. Accuracy measurements are affected by satellite geometry or geometric dilution of position
(GDOP), which multiplies the effect of pseudo-range errorsin the sysem. The following are sources of
pseudo-range errors.

(1) Atmospheric propagation ddays can cause relaively smal measurement errors, typicdly
less than 100 feet. lonospheric propagation delays can be partialy corrected by sophisticated error correction

capabilities.
(2) Sight inaccuraciesin the atomic clocks on the satdllites can cause asmadl position error of

gpproximately two fet.

(3) Recever processing (mathematica rounding, dectrica interference, etc.) may cause errors
that are usudly ether very amdl (which may add afew feet of uncertainty into each measurement) or very large
(which are easy to detect). Recelver errors are typicaly on the order of four feet.



AC 20-138 5/25/94

(4) Conditionsthat cause Sgnd reflections (multipath) of the satellites transmitted sgnd to the
recalver can cause smal errors in postion determination or momentary loss of the GPS sgnd. While advanced
sgna processing techniques and sophigticated antenna design are used to minimize this problem, some
uncertainty can still be added to a GPS measurement.

(5) Satdlite ephemeris data can contain asmdl error of gpproximately four feet.

e Sective Avalahility. Sdective Availability (SA) is essentidly amethod by which the Department
of Defense can atificidly create asgnificant clock and ephemeris error in the satellites. Thisfeature is designed
to deny an enemy the use of precise GPS postioning data. Sdective Availability isthe largest source of error in
the GPS system. When SA is active, the DOD guarantees horizonta position accuracy will not be degraded
beyond 100 meters (2 drms) 95 percent of the time and 300 meters 99.99 percent of thetime. System
performance specifications contained in this AC assume SA is active.

f. Anti- Spoofing. Block 11 GPS satellites incorporate an anti- gpoofing aert flag to advise the user
that tranamitted user range accuracy (URA) may be degraded. GPS navigation systems should recognize the
presence of thisflag.

s} Generd Operaiona Limitations.

(1) EnRoute Domedtic, Terminal, and Non-Precision Approach (except Localizer, LDA, and
SDF) Use as a Supplementd Navigation System A GPS system that meets the requirements of Class A1
equipment as specified in TSO-C129 may be approved for en route, terminal, and non-precison instrument
gpproach (except locdizer, LDA, and SDF) supplementa navigation. A GPS system that meets the
requirements of Class A2 equipment as specified in TSO-C129 may be approved for en route and terminal
supplementd navigation. All GPS accuracy and integrity requirements must be met without the need for
operator input of necessary data.

(20 En Route Oceanic and Remote Operation. A GPS system that meets the requirements of
Class A() equipment as specified in TSO-C129 may be approved as one of the means, but not the only means,
for oceanic and remote navigeation.

(3) IFR Navigation Equipment. GPS equipment for IFR navigation isfor useasa
supplementd navigation sysem. The ingdlation of GPS equipment does not affect the requirement for a
primary means of navigation appropriate to the route intended to be flown. Within the contiguous United States,
Alaska, Hawalii, and surrounding coastal waters, this requirement can be met with an operationd, independent
VOR recaiver. Additiona navigation equipment redundancy may be required for operation in oceanic and
remote alrspace.

(4) Opeating Limitations. The design of particular GPS equipment will require operationd
aress be limited to those areas in which the equipment has been demonstrated to meet the performance
specifications of this advisory circular because of system characteristics and other factors affecting system
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operation. Operating limitations that may affect the gpproved operating area for particular GPS equipment (i.e.,
extreme north and south latitudes, data base coverage, etc.) must be specified in the operating limitations
section of the Airplane/Rotorcraft Flight Manua Supplement (AFMSRFMS). FAA agpprovd of GPS
navigation equipment does not congtitute gpproval to conduct GPS-based navigation in airgpace controlled by
foreign airworthiness authorities. Systemsthat do not provide for coordinate reference system conversions of
the displayed navigation information should not be used in airspace that is not referenced to the WGS-84 or
NAD-83 geodetic datums. Operating limitations relating to geodetic datums for particular GPS navigation
equipment should be included in the limitations section of the AFMSRFMS.

h. Equipment Classes. Equipment ingtaled in accordance with the guidance provided by this AC for
IFR operations shall meet the requirements for Class A() equipment as defined in TSO-C129.

I Future Air Navigation System (FANS) Concept. Information in this AC is not intended to restrict
the development, certification, or operationd gpproval of current or future GPS equipment ingtdlations
designed to comply with required navigation performance (RNP) or other FANS design requirements.

5. DEFINITIONS. Any termsused in thisadvisory circular that have a meaning specific to the context of
this AC are contained in APPENDIX 3. GLOSSARY.

6. SYSTEM ACCURACY.

a 2D Accuracy Requirements (95 percent probahility).

(1) Thetotd pogtion fixing error of the airborne GPS equipment shdl be equd to or lessthan
the following:

Oceanic/  En Route Non-Precision
Remote = Domedic  Termind Approach *
Error Type (nmi) (nmi) (nmi) (nmi)
Position fixing error ** 0.124 0.124 0.124 0.056
CDI Centering *** 0.2 0.2 0.2 0.01

* Non-precision approach criteriaonly gppliesto Class A1 equipmen.

**  Equipment error assumes an average HDOP of 1.5, GPS equipment waypoint input
resolution of 0.01 minute, and coordinate output resolution of 0.01 minute for approach
and 0.1 minute otherwise.

***  The maximum difference between the displayed cross-track deviation and the computed
cross-track deviation.
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(2) Thereference datum shal use latitude/longitude vaues corresponding to the WGS-84
dlipsoid (Defense Mapping Agency (DMA) Technical Report DMA TR 8350.2, Department of Defense
World Geodetic System 1984, Its Definition and Relationships With Locd Geodetic Systems).

b. Hight Technicd Etror (FTE). Since FTE factors are normaly beyond the control of equipment
manufacturers or ingtalers, these error sources are not included in the accuracy specifications of paragraph
6a(1). The FAA has determined that when properly ingaled in an aircraft, Class A() equipment meeting the
operationd and display characteristics contained in this AC and TSO-C129 provides for acceptable values of
FTE. FTE should not exceed 1.0 nmi for en route, 1.0 nmi for approach trangtion, or 0.25 nmi for approach
operating modes on a 95 percent basis.

7.  AIRWORTHINESS CRITERIA FOR GPSINSTALLATIONSUSED ASA SUPPLEMENTAL
NAVIGATION SYSTEM LIMITED TO VISUAL FLIGHT RULES (VFR) ONLY.

a Application Process. Operators wishing to obtain approval of Class A() GPS equipment limited
to VFR use only may do so viathe type certificate (TC), supplementa type certificate (STC), or, for equipment
previoudy gpproved viathe TC or STC process, data approved by the FAA (responsible Flight Standards
Didtrict Office) on FAA Form 337, Mgor Repair and Alteration. The approva for return to service must be
signed by one of the entities noted in 14 CFR part 43; i.e., repair station, manufacturer, holder of an inspection
authorization, etc.

(1) Theinitid (firg-time airworthiness approva) certification of a GPS navigation sysem
should be accomplished viathe TC or STC approva process.

(2) Subsequent (follow-on) inddlations of the same GPS navigation system (hardware and
software) in other aircraft are gpproved using aless extensive evauation process since the basic engineering
design of the GPS equipment has dready been evaluated. Approvad of follow-on ingdlations may be
accomplished viathe TC, STC, or FAA Form 337 process. The extent of required evaluations depends upon
the degree of integration of the GPS system with other aircraft systems, the amilarity between theinitid and
follow-on arcraft models, and other changes that may have been incorporated in the GPS navigation system.
The decison to dlow an gpplicant to use FAA agpproved engineering data in support of an FAA Form 337
gpprova isleft to the field inspector’s judgment. The FAA Airworthiness Inspector’ s Handbook (FAA Order
8300.10) provides guidance gpplicable to GPS equipment ingta lations.

b. Airworthiness Congderaions. GPS equipment gpproved for VFR use only does not require
TSO-C129 authorization, however it must at least meet the en route/terminal system accuracy criteria (0.124
nmi, 95 percent probability) contained in paragraph 6aof thisAC. Airworthiness consderations should include
the following:

(1) Eectromagnetic Compatibility. The GPS equipment instalation does not interfere with the
norma operation of other equipment ingaled in the aircraft.
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(2) Environmentd Conditions. The GPS equipment is gppropriate to the aircraft environment
inwhichitisinddled.

(3) Equipment Mounting. Theingdlation of the GPS equipment, including antenna, must be
aufficient to meet dl structurd mounting, dynamic, and emergency landing loads appropriate to the aircraft. Itis
acceptable to use the methods in AC 43.13-2A, " Acceptable Methods, Techniques, and Practices - Aircraft
Alterations.”

(49  Navigation Source Annunciator. A navigation source annunciator is provided on or near
eech affected display if the GPS inddlation supplies any information to digplays such as a horizonta Stuation
indicator (HSI), course deviation indicator (CDI), distance display, €ectronic map, etc., which can dso display
information from other sysems normaly used for arcraft navigation.

(5) Computer Software. The AC 20-115B, which refersto RTCA/DO-178B, provides an
acceptable means for showing that software complies with gpplicable airworthiness requirements. The
gpplicant should substantiate software levels in the safety assessment. As an dternative to substantiating
software level(s) in a safety assessment, the gpplicant may develop dl software that contains or affects
navigation and integrity functionsto at least the Leve D criteria, as defined in RTCA/DO-178B. The FAA
recommends that the standards for IFR equipment contained in paragraph 8b(1) be followed if the system is
intended to be upgraded to IFR use in the future.

(6) FalureProtection. Any probable failure of the airborne GPS navigation system must not
degrade the normal operation of other required equipment or cregte aflight hazard. Likewise, normal operation
of the GPS equipment must not adversdy affect the performance of other aircraft equipment. The interfaces
with other aircraft equipment must be designed such that norma or anormal GPS equipment operation does
not adversdly affect the operation of other equipment. Operation of other equipment shall not adversdly affect
the GPS equipment operation.

(7)  System Controls, Digplays and Annunciators. All displays, controls, and annunciators must
be easily readable under dl norma cockpit conditions and expected ambiert light conditions (total darknessto
bright reflected sunlight). Night lighting provisons must be congstent with other cockpit lighting. All displays
and controls should be arranged to facilitate equipment usage. Controls that are normally adjusted in flight shall
be ble and properly labeled asto ther function. System controls and displays should be designed to
maximize operationd suitability and minimize pilot workload. System controls should be arranged to provide
adequate protection againgt inadvertent system turnoff. Reliance on pilot memory for operationa procedures
shdl be minimized.

(80 Navigaion/Integrity Annunciaion The GPS equipment should indicate, independent of
any operator action:
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()  Thefdlowing conditions by means of anavigation warning flag on the navigation
display:

(A) The absence of power necessary for the navigation function.
(B) Probable equipment mafunctions or failures affecting the navigation function.
(C) Lossof navigaion function.

@)  If anintegrity monitoring function (such as RAIM) is provided, an gppropriatdy
located annunciator shal be provided to indicate loss of the integrity monitoring function.

NOTE 1: For equipment not incorporating an externad navigation display (CDI, HS, etc.) complete
blanking of the Control Display Unit (CDU) display is acceptable.

NOTE 2. Presentation of afalure/status annunciation (flag or integrity annunciation) does not require
remova of navigation information from the navigation display.

(90 Autopilot/Hight Director Coupling. The GPS navigation system may be coupled to an
autopilot and/or flight director system, if adeviation or steering output that is competible with the autopilot/flight
director system is provided and no unusud interface is required.

(10) VEFR Limitation Placard. A placard gating "GPS limited to VFR use only” must be
ingdled in clear view of, and readable by, the pilot.

(11) Manufecturer's Indructions. The GPS equipment, including antenna, must beingdled in
accordance with the ingructions and limitations provided by the manufacturer of the equipmen.

C. VFR Airworthiness Approval. There are two types of VFR arworthiness approva which differ
sgnificantly asto test requirements and data anayss.

(1) Frd-TimeVFR Airworthiness Approva Criteria (for a Particular Type of GPS
Equipment). Thistype of approva refersto the very first time an applicant presents a particular (hardware and
software configuration) modd GPS navigation system for FAA airworthiness ingtdlation approva and
certification for VFR navigation use. The first gpprova of a particular GPS navigation system must be
accomplished through the TC or STC process. Each new modd of GPS equipment or significant changes
(hardware or software) to existing equipment shall undergo the same approva process asthe origina
equipment unlessit can be shown by analys's and tests acceptable to the Adminigtrator that the new mode will
function aswell or better than the gpproved equipment. The firg-time approva is conducted in four phases:

()  Lab/Bench Tests and Equipment Data Evaluation This phase conggts of the

falowing:
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(A) Review of the manufacturer's procedures for development of software and
review of supporting documentation in accordance with the guiddines of paragraph 7b(5) of this AC.

(B) Andyssof falure modes and annunciations,

(C) Review of rdiability datato establish that al probable failures affecting the
navigation function are detected.

(D) Review of ingdlation and maintenance manuds.
(E) Evauation of the operator's manud (pilot's guide).
@)  Aircraft Ingdlation Data Evduation Normally the manufacturer of the GPS
equipment will provide an arcraft as atest bed for the firg-time ingtdlation approva. This approvd will serve

as abass for subsequent ingtallation gpprovals regardless of arcraft type or modd. The following assessments
are made:

(A) Review of the equipment inddlation in the aircraft.

(B) Veification that the GPS equipment is appropriate to the aircraft environment
inwhichitisingaled.

(C) Veification tha the ingdlation of the GPS equipment, including antenna, is
aufficient to meet dl structurd mounting, dynamic, and emergency landing loads appropriate to the aircraft.

(D) Veification that aplacard gating "GPS limited to VFR use only” isinddled in
clear view of and readable by the pilot.

(E) Veification that the GPS equipment ingtdlation does not interfere with the
normal operation of other equipment indaled in the aircraft.

(i)  Ground Test Evauatiion Static ground tests are conducted to verify the installed
GPS equipment configuration (including the antenna) provides position data meeting the en routetermind
accuracy criteria specified in paragraph 6a of this AC. These tests shall cover a continuous period of 24 hours
with amaximum sample intervd of five minutes

NOTE: The 24-hour ground accuracy test may be performed on the aircraft or using a representative
mock-up configuration. If amock-up test fixture is used, the entire ingtalled GPS equipment
configuration, including antenna, must consst of the hardware to be used in the ingtdlation and be
representative of the ingaled system configuration.
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(iv) Hight Tes Evadudions. Fight tests are conducted to verify proper operation and
accuracy of the GPS equipment asinddled in the arcraft. Fight tests should include & least the following:

NOTE: Required flight evaluationsfor the firg-time arworthiness approva of a particular GPS system
are accomplished by the cognizant Aircraft Certification Office (ACO) unless specific tests are del egated
by the ACO to aflight test pilot designated engineering representative (DER).

(A) Evduation of ingdled GPS navigation system to verify that it is functioning
properly, safely, and operates in accordance with the manufacturer's specifications.

(B) Evduation of steering response while the autopilot and/or flight director is
coupled to the GPS equipment during a variety of different track and mode changes. All available display
sengtivities should be evauated.

(C) Evaudion to verify the GPS ingalation does not adversely affect other
onboard equipment (this test may be partialy accomplished as a ground test).

(D) Vdidate GPS navigation system accuracy by at least 5 low dtitude overflights
of one or more surveyed locations (ensure survey point coordinates are reative to WGS-84 or NAD-83). An
acceptable method of conducting this accuracy demondtration isto accomplish low dtitude (less then 100 feet
AGL) overflight of arunway threshold and record the GPS position as the aircraft crosses the threshold. The
system accuracy is the distance between the coordinate position determined by the GPS and the coordinate
position of the surveyed location (runway threshold). Runway threshold coordinates may be obtained from the
airport operator. If coordinate data conversion to WGS-84/NAD-83 is necessary, contact the Nationa Flight
Data Center at (202) 267-9277.

(E) Evduation of the accessibility of al controls pertaining to the GPS ingtdlation.

(F)  Evauation of the vishility of the controls, digplays, and annunciators relaing
to the GPS ingdlation during day and night lighting conditions. No digtracting cockpit glare or reflections may
be introduced and dl controls must be illuminated for identification and ease of use. Night lighting shdl be
consgent with other cockpit lighting.

(20 Follow-On VER Airworthiness Ingdlation Approvas. Thistype of approvd refersto
ingalation gpprovasin any modd or type of aircraft after afird-time airworthiness gpprova of the particular
GPS equipment has been issued viathe TC or STC process. Follow-on gpprovas may usethe firgt time
arrworthiness approva as abasisfor ingalation gpprova. The gpplicant or ingtaling agency requesting a
follow-on GPS equipment ingtdlation limited to VFR use should:

()  Unless otherwise provided, contact either the manufacturer or organization
responsible for obtaining the first time airworthiness approva of the GPS equipment in order to:
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(A) Obtain asample airplane or rotorcraft flight manua supplement (or
supplementd flight manud), if required for the arcraft.

(B) Obtan verification of the equipment gpprova gtatus, including antenna,
software, autopilot/flight director interface, system integration requirements, etc.

(C) Veify that the maximum operating speed for which the GPS equipment is
qudified is competible with the maximum expected ground speed of the arcraft.

@)  Conduct asmilar data evaduation as outlined in paragraph 7c(1)(ii) of thisAC.

@)  Conduct afunctiond flight evauation covering the items specified in paragraph
7c(1)(iv) of thisAC.

NOTE: Required flight evaluations for follow-on equipment ingtalations approved viathe FAA Form
337 process may be conducted by the ingtdler.

8. AIRWORTHINESS CRITERIA FOR GPS INSTALLATIONSUSED ASA SUPPLEMENTAL
NAVIGATION SYSTEM UNDER INSTRUMENT FLIGHT RULES (IFR).

a Application Process. Operators wishing to obtain approval of Class A() GPS equipment for IFR
operations may do o viathe type certificate (TC) or supplementd type certificate (STC) process. For
equipment produced under TSO-C129 authorization thet has previoudy obtained initid ingtalation approva
viathe TC or STC process, gpprova may aso be obtained via data approved by the FAA (responsible FHight
Standards District Office) on FAA Form 337. The gpprova for return to service must be signed by one of the
entities noted in 14 CFR part 43; i.e., repair station, manufacturer, holder of an ingpection authorization, etc.

(1) Theinitid (firs-time airworthiness gpprova) certification of a GPS navigation or sensor
system requiires extensive engineering and flight test evaluations and must be accomplished viathe TC or STC
approval process.

(2) Subsequent (follow-on) ingtdlations of the same GPS navigation system (hardware and
software) in other arcraft are gpproved using aless extensive evaluation process since the basic engineering
design of the GPS equipment has dready been evaluated. Approvad of follow-on inddlations may be
accomplished viathe TC, STC, or FAA Form 337 process. The extent of required evaluations depends upon
the degree of integration of the GPS system with other aircraft systems, the amilarity between theinitid and
follow-on arcraft models, and other changes that may have been incorporated in the GPS navigation system.
The decison to dlow an gpplicant to use FAA agpproved engineering data in support of an FAA Form 337
gpprova isleft to the field inspector’s judgment. The FAA Airworthiness Inspector’ s Handbook (FAA Order
8300.10) provides guidance applicable to GPS equipment ingtdlations. Changes to software accomplishing
navigation, integrity, or availability functions or sgnificant changes to operating limitations cannot be
accomplished using the FAA Form 337 process.
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b. Airworthiness Congderations. GPS navigation equipment gpproved as a supplementd navigation
system for oceanic and remote en route, domestic en route, terminal, and non-precision instrument approach
(except locdizer, LDA, and SDF) operations does not require TSO-C129 authorization, however it must meet
the minimum navigation performance and operation standards of Class A1 or A2 equipment, as applicable,
specified in TSO-C129 and this AC.  Airworthiness consderations should include the following:

(1) Sydem Integrity and Software Development. Laoss of navigation information is conddered
to be amgor falure condition for the aircraft as defined in AC 25.1309-1A; AC 23.1309-1A; AC 27-1; or
AC 29-2A, as gpplicableto the arcraft. Providing/presenting hazardoudy mideading information to the flight
crew isaso considered to be amagor failure condition for the aircraft. GPS navigation detaiis consdered to be
hazardoudy mideading when unannunciated position errors exist that are greater than those specified by the
GPS postion integrity performance requirementsin Table 2-1 of RTCA/DO-208. The gpplicant should
conduct a safety assessment of the GPS equipment ingdlation to verify that desgn errors and failure modes that
produce maor failure conditions are improbable.

() AC25.1309-1A, AC 23.1309-1A, AC 27-1, or AC 29-2A, as applicable,
provide an acceptable means for showing that the hardware complies with pertinent airworthiness requirements.

@)  TheAC 20-115B, which refersto RTCA/DO-178B, provides an acceptable means
for showing that software complies with pertinent airworthiness requirements. The gpplicant should substantiate
software levesin the safety assessment. As an dternative to substantiating software level(s) in a safety
assessment, the applicant may develop al software that contains or affects navigation and integrity functionsto
at least the Level C criteria, as defined in RTCA/DO-178B.

(i)  The cognizant Aircraft Certification Office may grant adeviation to TSO-C129 to
permit the applicant to use the procedures of RTCA/DO-178B instead of RTCA/DO-178A.

(iv) If software was developed using RTCA/DO-178A procedures (asis specified in
TSO-C129), the gpplicant may need to further eva uate some features of the software. RTCA/DO-178A does
not address some gpplications of digital technology commonly found in GPS navigetion systlems (e.g., use of
user-modifiable software, option sdectable software, software development and verification tools, previoudy
devel oped software in modular architectures, and field |oadable software capabilities). In these cases
RTCA/DO-178A does not provide adequate procedures and the gpplicant must include in the software
agpects of certification plan the means for showing that these features comply with pertinent airworthiness
requirements. One acceptable means for demondtrating such features comply with the pertinent airworthiness
requirements is to comply with pertinent portions of the criteria contained in RTCA/DO-178B, which would
supplement the basic criteriacontained in RTCA/DO-178A.

(v)  TheFAA strongly recommends that the gpplicant use the procedures described in

RTCA/DO-178B (or later revison), asreferenced in AC 20-115B, to show that the software aspects of a
system comply with pertinent airworthiness requirements. For software developed prior to the availability of
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RTCA/DO-178B, Section 12.1.4 of RTCA/DO-178B provides a method for upgrading a basdline for
software devel opment o that changes can be made in accordance with the criteria contained in RTCA/DO-
178B.

(vi) If application specific integrated circuits (ASIC's) are used, they must be developed
using a structured process smilar to that used for software developed under RTCA/DO-178B. If deterministic
tests exhaugtively congder al possible input values and verify that the ASIC completely meets al pertinent
requirements, then a structured development processis not required. Either methodology should be approved
in advance by the cognizant ACO.

(2) Display Format/Operating Procedure Changes. Changesto navigationa display formats
and navigation/function operating procedures (implemented through hardware or software) may condtitute
maor changes requiring additiona evauation.

(3) Location of the GPS Display. Each display element (i.e., the cross track deviation display
(CDI), horizontd stuation indicator (HSI), map display, etc.), used as a primary flight instrument in the
guidance and control of the aircraft, for maneuver anticipation, or for failure/status/integrity annunciation, shall
be located where it isvigble to the pilot (in the pilot's primary fidd of view) with the least practicable deviation
from the pilot's normd position and line of vison when looking forward aong the flight path.

NOTE 1. CDI displays contained in the CDU will most likely not be acceptable for IFR operations.

NOTE 2: Hight technica error (FTE) can be reduced when numeric display information is integrated
with the non-numeric digplay or islocated within the pilot's primary fidd of view. Both digitd crosstrack
and track angle error have been shown to reduce FTE. Thisinformation should be displayed together
(either within the CDU or remotely displayed near the non-numeric display) for better tracking
performance. The use of nor-numeric cross track dataintegrated with non-numeric track angle error
datainto one disolay may provide the optimum of Stuation and control information for the best overdl
tracking performance.

(4) Falure Protection. Any probable failure of the airborne GPS navigation system shdl not
degrade the normal operation of other required equipment or cregte aflight hazard. Likewise, normal operation
of the GPS equipment ingtalation shdl not adversdly affect the performance of other aircraft equipment. The
interfaces with other aircraft equipment must be designed such that norma or abnorma GPS equipment
operation shal not adversely affect the operation of other equipment nor shal norma or abnorma operation of
other equipment adversdly affect the GPS equipment operation.

(5 Environmentd Conditions. The arcraft environment in which the GPS system isingdled
shdl be found to be compatible with the environmenta categories (or criteria) in RTCA/DO-160C to which the
equipment was tested.
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(6) Electromagnetic Compdtibility. The GPS navigation system should not be the source of
objectionable eectromagnetic interference, nor be adversdy affected by €ectromagnetic interference from
other equipment in the aircraft.

(i)  The GPS equipment should be shown to meet the 2D accuracy requirements of
paragraph 6a of this AC when subjected to aradiated sgna with continuous wave (cw) modulation a a
frequency of 1.57542 GHz and an dectric field strength of 20 mv/meter measured &t the exterior case of the
GPS receiver. The radiated susceptibility test procedures of RTCA/DO-160C, Section 20, should be
followed when conducting thistest. The test should be conducted with smulated satellite inputs and should not
result in the loss of track of any satdllite used for navigation. The duration of the test must be sufficient to
determine if tracking has been lost (20 seconds should normally be long enough, depending on the coasting
features used by the GPS equipment). Thistest will usually be conducted by the GPS equipment manufacturer,
but if not, the applicant is responsible for conducting the test.

(i)  Intermodulation effects are possible between multiple channd SATCOM
ingdlations and GPS. GPS equipment should not be ingtdled in aircraft with multiple SATCOM channds
unlessthe SATCOM equipment is modified to prevent Smultaneous use of interfering frequencies. Current
multi-channel SATCOM equipment (as of 1/1/94) has not been modified in this manner and should not be
ingtalled with GPS equipment. In addition, certain GPS manufacturers have been granted a deviation to the
requirements of TSO-C129 and will include alimitation in their ingtdlation ingructions that sates that the GPS
equipment can not be inddled in arcraft with SATCOM equipment. If such GPS equipment isingdled in an
arcraft the TC, STC, or FAA Form 337 should appropriatdy limit the future ingtalation of SATCOM
equipment in the aircraft.

(i) Harmonic interference from VHF transmissions on 121.150, 121.175, 121.200,
131.250, 131.275, and 131.300 MHz may adversdly affect reception of the GPS sgnd if less than 100 dB
isolation is provided. Low pass or notch filtersingaled a the output of the VHF tranamitter to attenuate the
undesired VHF sgnd should have an insertion loss of 2 dB or less to preclude the need for reevauation of
indalled VHF transceiver performance.

(7)  Anti-lIce Protection. If the aircraft in which the GPS equipment isingtaled is approved for
flight into known icing conditions, the antennamust be found not to be susceptible to ice buildup (i.e, isingdled
in anon-icing location on the aircraft, or is of a sufficiently low profile that ice does not accumulate on the
antennd). Alternatively, the GPS equipment can be shown to operate satisfactorily when the antenna is subject
to icing provided there are no harmful effects, such as possible ingestion of accumulated ice or degradation in
aerodynamic performance. (The effects of ice accumulation on the antenna, if any, can be found in the
manufacturer's indalation ingructions.)

(8) Sygtem Controls, Digplays and Annunciators. All displays, controls, and annunciators must
be readable under dl norma cockpit conditions and expected ambient light conditions (total darkness to bright
reflected sunlight). Night lighting provisons must be compatible with other cockpit lighting. All displays and
controls must be arranged to facilitate equipment usage. Controls that are normally adjusted in flight shal be
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accessible and properly labeled asto their function. System controls and displays shal be designed to
meaximize operationa suitability and minimize pilot workload. System controls shdl be arranged to provide
adequate protection againg inadvertent system turnoff. Reliance on pilot memory for operational procedures
shdl be minimized.

(9 Navigation DataBase. The GPS equipment shal incorporate an appropriately updatable
navigation data base (in the WGS-84 or NAD-83 coordinate datum) containing at least the following location
information in terms of latitude and longitude with aresolution of 0.01 minute or better for the are(s) in which
IFR operations are to be conducted: dl airports, VOR's (and VORTAC's), NDB's, and al named waypoints
and intersections shown on enroute and termina area charts, Standard Instrument Departures (SID's) and
Standard Termina Arriva Routes (STAR'S). For Class A1 equipment, the navigation data base must dso
include al waypoints and intersections included in published non-precison instrument gpproach (except
localizer, LDA, and SDF) procedures. Instrument approaches must be conducted using a current data base.
User entry or modification of navigation data base data shal not be possible. (This does not preclude the
storage of "user defined data’ within the equipment.) Additiona data base coding, storage, and approach
waypoint presentation requirements as specified in TSO-C129 must be provided. Navigation data bases shall
mest the standards specified in sections 3, 4, and 5 of RTCA/DO-200, "Preparation, Verification and
Digribution of User Sdectable Navigation Data Bases' and sections 2 through 7 of RTCA/DO-201, "User
Recommendations for Aeronautical Information Services.”

(10) Pressure/Barometric Altitude Inputs. An appropriate input of pressure and/or barometric
dtitude must be provided to the GPS equipment.

(11) Manufecturer's Indructions. The GPS equipment, including antenna, shdl beingdled in
accordance with the ingructions and limitations provided by the manufacturer of the equipment.

C. IFR Airworthiness Approval. There are two types of IFR airworthiness gpprova which differ
sgnificantly asto test requirements and data anayss.

(1) Frd-TimelFR Airworthiness Approvd (for a Particular Type of GPS Equipment). This
type of approval refersto the very firgt time an gpplicant presents a particular (hardware and software
configuration) modd GPS navigation system for FAA arworthinessingalation approva and certification for
IFR navigation use. Thefirst gpprova of a particular GPS navigation system must be accomplished through the
Type Cetificate (TC) or Supplementa Type Certificate (STC) process. Each new modd of GPS equipment
or sgnificant changes (hardware or software) to existing equipment shal undergo the same approva process as
the origind equipment unlessit can be shown by andysis and tests acceptable to the Adminidrator that the new
model will function as well or better than the approved equipment. A firg-time gpprova is conducted in four
phases.

()  Lab/Bench Tests and Equipment Data Evduation This phase consigts of the

following:
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(A) Andyssof the manufacturer's procedures for development of software and
review of supporting documentation in accordance with the guiddines of 8b(1) of thisAC.

(B) Veification of compliance with the gppropriate environmenta qudification
standards and tests specified in RTCA/DO-160C.

(C) Veification of compliance with the minimum performance and operation
standards applicable to Class A() equipment specified in TSO-C129.

(D) Andysdsof falure modes and annunciations.

(E) Review of rdiability datato establish that dl probable failures are detected
and that failure rates meet acceptable criteria (e.g. asdetailled in AC 25.1309-1A).

(F)  Evauation of the ease of use of the controls and of the viewing ease (e.g.
brightness, contradt, intengity, dimming, etc.) of the displays and annunciations from a human factors point of
view.

(G) Review of inddlation and maintenance manuals. Specid attention should be
given to the manufacturer’ singructions for locating the GPS antenna on the aircraft. Refer to paragraph
8c(2)(ii)(G) of this AC for specific information that should be included in these ingtructions.

(H) Evaudion of the operator's manud (pilot's guide).

(i)  Aircraft Inddlation Data Evauaion Normaly the manufacturer of the GPS
equipment will provide an arcraft as atest bed for the first time ingtdlation gpprova. This approva will serve
as abasisfor subsequent installation gpprovas regardless of aircraft type or model. The following assessments
are to be made:

(A) Review of ingdlaion drawings, wiring diagrams, and descriptive wiring
routing.

(B) Evdudion of the cockpit layout of the ingtaled equipment with emphasis on
equipment controls, applicable circuit breakers (Iabels and bility), switching arrangement, and related
indicators, displays, annunciators, eic.

(C) Andyssof adataflow diagram in order to review which equipment provides
what data to which other equipment.

(D) Review of agtructurad andysis of the equipment ingalation, including antenna,
in order to ascertain whether structurd mounting, dynamic, and crash load requirements are satisfied.
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(E) Review of an dectricd load analysisin order to verify that the total eectrical
load requirements are within the capabilities of the aircraft's eectrica generating sysem. Determine that the
supplied dectrica power is congstent with applicable equipment rediability requirements.

(F) Veification that the aircraft environment in which the GPS equipment is
ingtdled is gppropriate to the environmenta categories (or criterid) in RTCA/DO-160C to which the equipment
has been tested.

(G) Evaudion of the antennaiingdlation. It isimportant that the antenna be one
that is approved for the particular type of GPS equipment ingtdled. A critical aspect of any GPSingddlation is
the ingadlation of the antenna. Adequate isolation must be provided between the GPS antenna and any other
transmitting antenna(s) indalled on the aircraft. Shadowing by aircraft structure can adversdly affect the
operation of the GPS equipment. Typicdly, a GPS antennais located forward of the wings on the top of the
fusdage to minimize effects of the wings, tall, etc. during arrcraft maneuvering. For ingdlations on hdicopters,
the effects of the rotor blades on antenna performance must be considered.

NOTE: The GPSsgnd istypicaly below the vaue of the background noise. Electrical noisein the
vicinity of the antenna can adversdly affect the performance of the sysem. Antennaingdlationin close
proximity to traffic dert and collison avoidance sysem (TCAYS), satellite communication (SATCOM),
and other trangmitting antennas (particularly "L" band) should be carefully evauated for potentia mutua
interference.

(i)  Ground Tegt Evaluations. Static ground tests are conducted to verify the installed
GPS equipment configuration (including the antenna) provides postion data meeting the accuracy criteria
specified in paragraph 6a of thisAC. Thesetests shal cover a continuous period of 24 hours with a maximum
sampleintervd of five minutes.

NOTE: The 24-hour ground accuracy test may be performed on the aircraft or by use of a
representative mock-up configuration. 1f amock-up test fixture is used, the entire ingtaled GPS
equipment configuration, including antenna, must consst of the hardware to be used in the ingtdlaion and
be representative of the ingaled system configuration.

(iv) Hight Test Evdudions. Fight tests are conducted to verify proper operation and
accurecy of the GPS system in the aircraft. Flight tests should include at least the following:

NOTE: Required flight evduations for the firg-time airworthiness approva of a particular GPS system
are accomplished by the cognizant Aircraft Certification Office unless specific tests are delegated by the
ACO to aHight Test Pilot Designated Engineering Representative (DER).

(A) Evadudion of the overal operation of the GPS equipment to include a least

thefollowing: the ability to readily creste and modify aflight plan, perform “DIRECT TO” functions, hold & a
designated waypoint, intercept and track to or from awaypoint on a selected course, turn anticipation,
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waypoint sequencing, and the genera presentation of navigationa data (depiction of the"TO" waypoint,
distance to waypoint, estimated time of arrival, estimated time en route, ground speed, €tc.).

(B) Review of various failure modes and associated annunciations, such asloss of
electrica power, loss of signa reception, GPS equipment failure, autopilot/flight director response to GPS flags,
etc.

(C) Evduation of steering response while autopilot and/or flight director is
coupled to the GPS equipment during avariety of different track and mode changes. This evauation shall
include, as gpplicable, trangtion from en route to gpproach trangtion to approach modes and vice-versa.
Additiondly, al available display senstivities shdl be evauated.

(D) Evduation of displayed GPS navigation parameters on interfaced cockpit
ingruments such asHS, CDI, distance display, dectronic flight insruments system (EF'S), moving maps, fue
management systems, etc.

(E) Assessment of dl switching and trangfer functions, including eectrica bus
switching, pertaining to the GPS ingtdlation.

(F) Evaudion to determine satisfactory eectromagnetic compatibility (EMC)
between the GPS ingtdlation and other onboard equipment (this test may be partialy accomplished as a ground
test)

NOTE 1. Particular attention should be given to other "L" band equipment, such as TCAS or SATCOM
equipment, VHF transmissions on the frequencies stated in paragraph 8b6(iii) of this AC, high frequency
(HF) communications systems, and other tranamitting equipment (ACARS, AFIS, FHightfone, etc.).

NOTE 2. Indgdlation indructions for each GPS recaiver inddlation shdl include the requirement for
verification of adequate isolation from the interference of VHF communication transceivers. These tests
shdl be conducted on the completed GPS ingtdlation by tuning each VHF tranamitter to the frequencies
listed below and transmitting for a period of 20 seconds while observing the sgnd status of each satdllite
being recaived. Degradation of individudly received satdllite Sgnds below a point where navigation isno
longer possible is not acceptable and will require that additiond isolation measures (low pass or notch
filtersingalled at the output of the VHF tranamitter, additiona spacing between the VHF transmitter and
the GPS antenna, replacement of the VHF transmitter with a unit having no excessive harmonic emissons,
etc.) beincluded in the arcraft ingdlation. Reevauation of ingaled VHF transceiver performance is not
necessary if the filter insertion lossis2 dB or less. The following VHF frequencies shadl be evauated:

121.150 MHz 131.250 MHz
121.175 MHz 131.275 MHz
121.200 MHz 131.300 MHz

Please use proper radio regulations when conducting this test.

18 Par 8



5/25/94 AC 20-138

(G) Evauation of the accessihility of al controls pertaining to the GPS ingdlation.

(H) Evauation of the vighility of the controls, displays, and annunciators relaing
to the GPS ingdlation during day and night lighting conditions. No digtracting cockpit glare or reflections may
be introduced and dl controls must beilluminated for identification and ease of use. Night lighting shdl be
consgent with other cockpit lighting.

()  Andyssof crew workload when operating the GPS equipment in association
with other piloting requirements.

(J  Vvdidate GPS accuracy in each operating mode by at least 5 low dtitude
overflights of one or more surveyed locations (ensure survey point coordinates are relative to WGS-84 or
NAD-83). An acceptable method of conducting this accuracy demongtration is to accomplish low dtitude (less
then 100 feet AGL) overflight of arunway threshold and record the GPS position asthe aircraft crosses the
threshold. The system accuracy is the distance between the coordinate position determined by the GPS and
the coordinate position of the surveyed location (runway threshold). Runway threshold coordinates may be
obtained from the airport operator. If coordinate data conversion to WGS-84/NAD-83 is necessary, contact
the Nationa Hight Data Center at (202) 267-9277.

(K)  Veify continuity of navigation data during normd arcraft maneuvering,
including holding patterns and turns at up to at least 30 degrees of bank for one minute.

(L) Veify that flight technica error (FTE) can be maintained &t lessthan 1.0 nmi
for en route, 1.0 nmi for gpproach trangtion, and 0.25 nmi for gpproach operating modes both with and
without autopilot and/or flight director use, as applicable.

(M)  For equipment approved for approach, conduct a sufficient number of
approaches and trangtions from en route to termina to gpproach operations using the navigation data base to
verify proper operation of the GPS navigation system in the gpproach environment. This evaluation should
include a least: turn anticipation, waypoint sequencing, display sengtivity changes, annunciations, procedure
turns at the fina approach fix (FAF), holding patterns at the missed approach holding fix, trangtions from TO-
FROM operation to TO-TO operation, heading legs after the initid gpproach fix (IAF) to intercept the find
approach course both before and after the FAF, and DIRECT TO operation before and after the |AF.

(2) Follow-On IFR Airworthiness Indalation Approvas. Thistype of approval refersto
ingtdlation gpprovals after afirst time airworthiness approva of the particular GPS equipment has been issued.
Follow-on gpprovals may use the first time airworthiness gpprova, which was either aTC or an STC, asa
bads for ingdlation approval.

()  Unlessotherwise provided, contact either the manufacturer or organization
regponsible for obtaining the first time airworthiness approva of the GPS equipment in order to:
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(A) Obtain asample airplane or rotorcraft flight manua supplement (or
supplementd flight manud, if gopropriate).

(B) Obtan verification of the equipment gpprova gtatus, including antenna,
software, autopilot/flight director interface, system integration requirements, etc.

(C) Distussany problem areas and seek assstancein their solution.

(D) Veify tha the desgn maximum operating speed for the GPS equipment is
compatible with the maximum expected ground speed of the aircraft.

@) Ifthearcraft is goproved for flight in known icing conditions, verify the suitability of
the antennaiingtdlation in accordance with the guidance specified in paragraph 80(7) of this AC.

(i)  Conduct adataevauation smilar to that outlined in paragraph 8c(1)(ii) of thisAC.
(iv)  Conduct afunctiond flight evauation covering the fallowing items

(A) Ovedl operaion of the ingtaled GPS equipment, including interface with
other equipment in the aircraft.

(B) Theéeffect(s) of GPS equipment failure (open circuit bregker), including
autopilot/flight director response, if applicable.

(C) If interfaced with an autopilot and/or flight director, steering response while
the autopilot and/or flight director is coupled to the GPS equipment.

(D) Displayed GPS navigation parameters on dl interfaced cockpit insruments.

(E) Theédffect(s), if any, of switching and transfer functions, including eectricd
bus switching, pertaining to the GPS ingalation.

(F) Evdudion to determine satisfactory EMC between the GPS inddlation and
other equipment as specified in paragraph 8c(1)(iv)(F) of thisAC.

NOTE: Veification of adequate isolation from harmonic interference of VHF communication
transcelversis required for ingalation of GPS navigation equipment in eech individua arcraft. Thistest
should be repeated if a VHF transceiver isreplaced or added, or if anew or replacement VHF
communications antennais ingaled.

(G) Accesshility and vighility (day and night conditions) of dl controls pertaining
to the GPS ingdlation.
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(H) Vdlidate GPS accuracy in each operating mode as specified in paragraph
8c(1)(iv)(J) of thisAC.

() Veify continuity of navigation data during 360 degree left and right turns at
30 degrees of bank.

(J  Monitor displayed cross-track error during en route, and, if applicable,
gpproach trangtion and approach operations to verify FTE islessthan 1.0 nmi (en route and gpproach
trangtion) and 0.25 nmi (gpproach), both with and without use of the autopilot and flight director (if ingtalled).

(K)  For equipment approved for gpproach, conduct at least three published
ingtrument approaches (retrieved from the data base) to verify proper operation of the equipment in the
approach environment.

NOTE: Required flight evduations will be conducted by the cognizant Aircraft Certification Office
(ACO) or, when authorized, by aflight test pilot designated engineering representative (DER) in
accordance with the procedures used by the cognizant ACO. Depending upon the level of smilarity
between the initia and follow-on ingdlations, including arcraft type, the ACO may accept flight
evauations conducted by the ingtdler.

9. OPERATIONAL CONSIDERATIONS.

a Hight Manua Supplement. An appropriate Airplane or Rotorcraft Hight Manua Supplement (or,
for arcraft without an FAA Approved Hight Manud, a Supplementa Hight Manual) containing the limitations
and operating procedures applicable to the equipment ingtaled should be provided for each ingtdlation of GPS
navigation equipment for IFR gpprova. A Hight Manua Supplement or Supplementa Flight Manua may be
necessary for ingdlations limited to VFR use only, depending upon the complexity of the ingalation and need
to identify necessary limitations and operating procedures.

b. Other Navigation Equipment Required. GPS equipment for IFR navigation isfor useasa
supplementd navigation sysem. The ingdlation of GPS equipment does not affect the requirement for a
primary means of navigation gppropriate to the route intended to be flown. Within the contiguous United States,
Alaska, Hawalii, and surrounding coastal waters, this requirement can be met with an operationd, independent
VOR recaiver. Additiona navigation equipment redundancy may be required for operation in oceanic and
remote alrspace.

C. Alternate Airport Requirements. An aternate airport (if required by the applicable operating
rules) must be served by an gpproved instrument approach procedure based on a navigation system other than
GPS and the aircraft must be properly equipped to conduct that approach.
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d. Operational Area. Operators and their flight crews must consult the gpproved flight manua
supplement for their aircraft to determine gpproved operationa areas that may apply to particular systems.
Hight crews must be aware that operational areas for different systems may be different, and the appropriate
operating arex(s) for a particular systiem can only be determined by reference to the gpproved flight manua
supplement or other FAA-approved documents.

JOHN K. MCGRATH
Manager, Aircraft Engineering Divison
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Appendix 1

APPENDIX 1. PROCEDURES FOR OBTAINING FAA APPROVAL FOR IFR/VFR OPERATIONS
BY FAA FORM 337 FOR FOLLOW-ON GPS EQUIPMENT INSTALLATIONS.

1. FOLLOW-ON GPSEQUIPMENT INSTALLATIONSLIMITED TOVFRUSE ONLY. Approva of
follow-on GPS equipment ingtdlations limited to VFR use only (where the initid approva was accomplished
using the TC or STC process) are normally obtained usng FAA Form 337 gpproved by the responsible Fight
Standards Didtrict Office (FSDO). Such ingtalations can usualy be approved for return to service by one of
the entities noted in 14 CFR part 43; i.e,, repair station, manufacturer, holder of an ingpection authorization,
efc., provided the ingalation:

a Generd Inddlation Methods. Conforms to the acceptable methods, techniques, and practices
contained in AC 43.13-1A, Acceptable Methods, Techniques and Practices - Aircraft Inspection and Repair,
and AC 43.13-2A, Acceptable Methods, Techniques, and Practices - Aircraft Alterations.

b. Ingdlation Criteria. The ingtdlation criteria should be in accordance with the criteria specified in
paragraph 7c(2)(ii) of thisAC. A certification from the manufacturer to confirm that the en route/termind
accuracy requirements of paragraph 6 and ground accuracy test requirements of paragraph 7c(1)(iii) have been
met should be provided. This certification can be accomplished by reference to the first time TC/STC
approval.

NOTE: Limited test data may be required to verify/demondtrate that the applicable requirements have
been satisfied.

C. Aircraft Hight Manud Supplement/Placard(s). Except for those ingtdlations where placards
adequatdly address required limitations, an arplane or rotorcraft flight manua supplement (or supplemental
flight manud) prepared by the gpplicant and containing at least the following information must be presented for
FAA approvd. The proposad flight manua supplement (or supplementa flight manud) is submitted for
goprova dong with the other data associated with the ingtdlation.

(1) Equipment operating limitations.
(2) Emergency/abnorma operating procedures (if applicable).

(3 Normd procedures for operating the GPS system and any interfaced equipment. (May be
provided in apilot's guide thet is referenced in the flight manua supplement.)

(4) Generd description of system (or reference to a pilot's guide that provides an equipment
description).

d. Functiond Hight Evauation A functiond flight evauation covering theitems listed in paragraph
7c(2)(iv) of thisAC isaccomplished by the ingtdler. The results of this evaluation are included with the data
provided to the FSDO.
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2.  FOLLOW-ON GPSEQUIPMENT INSTALLATIONS FOR IFR USE. Approva of follow-on GPS
ingalations for IFR use (where theinitid gpprova was accomplished using the TC or STC process) may be
obtained usng an FAA Form 337 gpproved by the responsible FSDO.

a Daa Submitted by the Applicant. Alteration datafor the equipment ingdlation is submitted with a
properly executed FAA Form 337 and a certification from the manufacturer to confirm that the accuracy
requirements of paragraph 6a and ground accuracy test requirements of paragraph 8c(1)(iii) of this AC and
system performance specifications of TSO-C129 have been met. (This certification can be accomplished by
reference to TSO-C129 gpprova and the origind TC/STC agpprovd.) The FAA Form 337, dong with al
required data pertaining to the ingtdlation, should be submitted to the responsible FSDO.

b.  Additiond Data That May be Required. If required by the FSDO (or an ACO consulting with
the FSDO when reviewing the data/conducting necessary tests requested by the FSDO) gpproving the
technica datalingalation, the applicant may aso be required to furnish acopy of the equipment data (for
equipment not produced under TSO-C129 authorization), manufacturer's operating and ingtdlation ingtructions,
fault andyssfor ingdlation, ingtalation details and/or photographs, structural substantiation, system wiring
diagrams, and ground test evauation results.

C. Aircraft Hight Manua Supplement. An airplane or rotorcraft flight manua supplement (or
supplementa flight manua) prepared by the gpplicant and containing at least the following information must be
presented for FAA agpprova. The proposad flight manua supplement (or supplementa flight manud) is
prepared using the guidance contained in gppendix 2 and submitted to the FSDO.

(1) Equipment operaing limitations
(20  Emergency/abnormal operating procedures.

(3) Normd procedures for operating the GPS system and any interfaced equipment. (May be
provided in apilot's guide that is referenced in the flight manua supplement.)

(4) Generd description of system (or reference to a pilot's guide that provides an equipment
description).

d. Functiond Hight Evauaion A functiond flight evauation covering the itemslisted in paragraph
8c(2)(iv) isaccomplished. If the criteria specified in appendix 1, paragraph 2a(2) above is satisfied, the ingtaler
conducts the flight evauation. In situations where additiond FAA evaudtion is necessary, required flight
evaduationswill be conducted by the cognizant ACO or, when authorized, by aflight test pilot designated
engineering representative (DER) in accordance with the procedures used by the ACO.
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APPENDIX 2. SAMPLE AIRPLANE FLIGHT MANUAL SUPPLEMENT
(FAA Form 337 Approva Process).

1. Thefollowing sample Airplane Hight Manud Supplement (AFMYS) is provided as an example of the format
to be used and information to be included when preparing required supplements. An AFMS must follow the
organization of the flight manua being supplemented.
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FIGURE 1. SAMPLE AIRPLANE FLIGHT MANUAL SUPPLEMENT

Ingtallation Center/Repair Station Mode XXX GPS
123 Fourth Street Navigation System
Anytown, USA

FAA APPROVED AIRPLANE FLIGHT MANUAL SUPPLEMENT
ABC MODEL XXX GPSNAVIGATION SYSTEM

AIRPLANE MAKE:
AIRPLANE MODEL:
AIRPLANE SERIAL NO..
REGISTRATIONNO..

This document must be carried in the airplane a dl times. 1t describes the operating procedures for the
ABC Modd XXX GPS navigation system when it has been ingtalled in accordance with
<manufacturer'sinstallation manual number and date> and FAA Form 337 dated <insert date>.

For airplaneswith an FAA Approved Airplane Flight Manud, this document serves asthe FAA
Approved ABC Modd XXX GPS Flight Manua Supplement. For airplanesthat do not have an
gpproved flight manud, this document serves asthe FAA Approved ABC Mode XXX GPS
Supplementa Hight Manudl.

The information contained herein supplements or supersedes the basic Airplane Hight Manua dated
<insert date> only in those areas listed herein. For limitations, procedures, and performance

information not contained in this document, consult the basic Airplane Hight Manud.

FAA APPROVED

Title

Office

Federa Aviation Administration
City, State

FAA Approved Page <> of <>
Date:
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FIGURE 1. SAMPLE AIRPLANE FLIGHT MANUAL SUPPLEMENT (continued)

123 Fourth Street
Anytown, USA

FAA Approved

Ingtallation Center/Repair Station

Table of Contents
SECLION...ceeeeeeee e e Page
1 GeNErd.....ccoieiiiiieeee e <>
2 LIMItaioNS. ...c.oovveeeriesieeeeeeee e <>
3 Emergency/Abnorma Procedures................ <>
4 Normal Procedures...........ccccoevenenereniennens <>
5 Parformance........cccovveneieniecicceseee <>
6 Weight and Baance..........cccceeevevencrienene <>
7 System Description........ccoceeeeeeenerienenienine <>

Mode XXX GPS
Navigation System

Page <> of <>
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FIGURE 1. SAMPLE AIRPLANE FLIGHT MANUAL SUPPLEMENT (continued)

Ingtallation Center/Repair Station Mode XXX GPS
123 Fourth Street Navigation System
Anytown, USA

SECTION 1 - GENERAL

1. <Providea very brief (i.e., one paragraph) general description of the GPS navigation system
installed in the aircraft.>

2. Provided the ABC Modd XXX GPS navigation system is receiving adequate usable sgndls, it has
been demonstrated capable of and has been shown to meet the accuracy specifications of:

VFR/IFR en route oceanic and remote, en route domestic, termind, and instrument approach
(GPS, Loran-C, VOR, VOR-DME, TACAN, NDB, NDB-DME, RNAV) operation (specify
operations, i.e., en route oceanic and remote, en route domestic, terminal, instrument
approach, etc., as applicable to the particular approval.) within the U. S. Nationa Airspace
System, North Atlantic Minimum Navigation Performance Specification (MNPS) Airspace and
latitudes bounded by < > North and < > South using the WGS-84 (or NAD 83) coordinate
reference datum in accordance with the criteria of AC 20-XXX, AC 91-49, AC 120-33, and
<list additional applicable AC's>. Navigation datais based upon use of only the global
positioning system (GPS) operated by the United States.

SECTION 2 - LIMITATIONS

1. The ABC Modd XXX GPS Pilot's Guide, P/N <insert part number>, dated <insert date> (or
later gppropriate revison) must be immediately available to the flight crew whenever navigation is
predicated on the use of the system. The software Satus stated in the pilot's guide must match that
displayed on the equipment.

2. The sysem mugt utilize software verson <insert version identification>.

3. IFR enroute and terminal navigetion is prohibited unless the pilot verifies the currency of the deata
base or verifies each selected waypoint for accuracy by reference to current approved data.

4. Instrument gpproaches must be accomplished in accordance with gpproved instrument approach
procedures that are retrieved from the GPS equipment data base. The GPS equipment data base must
incorporate the current update cycle.

FAA Approved Page <> of <>
Date:




5/25/94 AC 20-138
Appendix 2



AC 20-138 5/25/94
Appendix 2

FIGURE 1. SAMPLE AIRPLANE FLIGHT MANUAL SUPPLEMENT (continued)

Ingtallation Center/Repair Station Mode XXX GPS
123 Fourth Street Navigation System
Anytown, USA

(@ Instrument approaches must be conducted in the gpproach mode and RAIM must be available at
the Final Approach Fix.

(b) Accomplishment of ILS, LOC, LOC-BC, LDA, SDF, and MLS approaches are not authorized.
(¢) When an dternate airport is required by the applicable operating rules, it must be served by an
approach based on other than GPS or LoranC navigation, the aircraft must have operationa equipment

cgpable of using that navigation ad, and the required navigation aid must be operationd.

5. Thearcraft must have other gpproved navigation equipment installed and operating gppropriate to
the route of flight.

6. <Specify any airgpace limitations that may be applicable to systems that do not provide for
coordinate reference system conversions of the displayed navigation information for airgpace that is not
referenced to the WGS-84 or NAD-83 geodetic datums.>

7. <Specify any additional limitations applicable to the particular installation.>

SECTION 3 - EMERGENCY/ABNORMAL PROCEDURES

EMERGENCY PROCEDURES
No Change

ABNORMAL PROCEDURES

1. If ABC Modd XXX GPS navigaion information is not available or invdid, utilize remaining
operationa navigation equipment as required.

2. If "RAIM NOT AVAILABLE" messageis displayed, continue to navigate using the GPS equipment
or revert to an aternate means of navigation appropriate to the route and phase of flight. When
continuing to use GPS navigation, position must be verified every 15 minutes usng another IFR-
approved navigation system.

FAA Approved Page <> of <>
Date:
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FIGURE 1. SAMPLE AIRPLANE FLIGHT MANUAL SUPPLEMENT (continued)

Installation Center/Repair Station Mode XXX GPS
123 Fourth Street Navigation System
Anytown, USA

SECTION 4 - NORMAL PROCEDURES

NOTE: Transmission on VHF communication frequencies 121.150, 121.175, 121.200,
131.250, 131.275, and 131.300 MHz may adversely affect reception of the GPS signd.
Transmissions in excess of gpproximately 15 seconds may result in loss of GPS signd reception.
Navigation will be restored within 5 seconds after the completion of the transmission.

1. Normal operating procedures are outlined in the ABC Modd XXX GPS Rilot's Guide, P/N <insert
part number>, dated <insert date> (or later appropriate revison).

2. <Describe approach mode sequencing and RAIM prediction capability.>
3. Sysem Annunciators

a Waypoint - <describe each annunciator>

b. Message - <describe each annunciator>

¢. Approach - <describe each annunciator>

d. <describe any other annunciators>
4. System Switches

a Nav/GPS - <describe switch use and function>

b. RMI Switch - <describe switch use and function>

C. <describe any other switches>

5. Pilot's Digplay <describe the pilot's GPS display(s)>

FAA Approved Page <> of <>
Date:
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FIGURE 1. SAMPLE AIRPLANE FLIGHT MANUAL SUPPLEMENT (continued)

Installation Center/Repair Station Mode XXX GPS
123 Fourth Street Navigation System
Anytown, USA

6. Hight Director/Autopilot Coupled Operation <describe the procedures for coupling GPSto the
flight director and/or autopilot system(s)>

7. <include any other normal operating procedures necessary>

SECTION 5 - PERFORMANCE

No Change

SECTION 6 - WEIGHT AND BALANCE

<Refer to revised weight and balance data, if applicable.>

SECTION 7 - SYSTEM DESCRIPTION

<Provide a brief description of the system, its operation, installation, etc.>

FAA Approved Page <> of <>
Date:
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APPENDIX 3. GLOSSARY

1.  Avalability. Theavallability of the GPS system is the percentage of time that the services of the GPS
sysem are ussble. Availability isan indication of the ability of the system to provide usable service within the
specified coverage area. Signd availability isthe percentage of time that navigationa sgna's transmitted from
the satdllites are available for use.

2. Barometric Altitude. Altitude in the earth's atmosphere above mean standard sealeve pressure datum,
measured by a pressure (barometric) atimeter and corrected for local barometric pressure setting.

3.  Differentid GPS. A technique used to improve GPS system accuracy by determining positioning error
from the GPS satellites at a known fixed location and subsequently transmitting the determined error, or
corrective factors, to GPS users operating in the same area.

4.  Digtance Root Mean Square (drms). The root-meansquare value of the distances between the
measured and true location in a collection of measurements. The two dimengiond circular error distribution,
where 95 percent of the position solutions must lie within the defined radius of the circle, is represented by two
timesthe DRMS (2 DRMS).

5. En Route Operations. The phase of navigation covering operations between departure and arriva
terminal phases. The en route phase of navigation has two subcategories: en route domestic and en route
oceanic/remote.

6. En Route Domestic. The phase of flight between departure and arriva termina phases, with departure
and arriva pointswithin the U.S. Nationd Airspace System (NAS).

7.  EnRoute Oceanic and Remote. The phase of flight between the departure and arriva terminal phases,
with an extended flight path over an ocean.

8. Hight Technicd Error (FTE). Navigation error introduced by the pilot's (or autopilot's) capability to
utilize diplayed guidance information to track the desired flight path.

9.  Geomelric Altitude. Altitude above the surface of the WGS-84 dlipsoid.

10. Geometric Dilution of Precison (GDOP). A measure of the satdllite geometric effects that degrade a
user's pogition determination.

11.  GPS Equipment Classes A(), B(), and C(). GPS equipment is categorized into the following classes (ref.
TSO-C129):

a Class A(). Equipment incorporating both the GPS sensor and navigation capability. This
equipment incorporates recelver autonomous integrity monitoring (RAIM). Class A1 equipment includes en
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route, terminal, and nort precision gpproach navigation capability. Class A2 equipment includes en route and
termina navigation cgpability only.

b. ClassB(). Equipment congsting of a GPS sensor that provides data to an integrated navigation
system (i.e, flight management system, multi- sensor navigation system, etc.). Class B1 equipment includes
RAIM and provides en route, termina, and non-precision gpproach capability. Class B2 equipment includes
RAIM and provides en route and termina cgpability only. Class B3 equipment requires the integrated
navigation system to provide aleve of GPS integrity equivdent to RAIM and provides en route, termind, and
non-precision gpproach capability. Class B4 equipment requires the integrated navigation system to provide a
level of GPS integrity equivadent to RAIM and provides en route and termina cgpability only.

C. Class C(). Equipment consigting of a GPS sensor that provides data to an integrated navigation
sysem (i.e, flight management system, multi-sensor navigation system, etc.), which provides enhanced
guidance to an autopilot or flight director in order to reduce flight technica error. Ingtalation of Class C()
equipment islimited to aircraft approved under 14 CFR part 121 or equivaent criteria. Class C1 equipment
includes RAIM and provides en route, terminal, and non-precision gpproach capability. Class C2 equipment
includes RAIM and provides en route and termina capability only. Class C3 equipment needs the integrated
navigation system to provide alevd of GPS integrity equivadent to RAIM and provides en route, termind, and
non-precision approach capability. Class C4 equipment requires the integrated navigation system to provide a
level of GPS integrity equivadent to RAIM and provides en route and termina cgpability only.

12. Horizontd Dilution of Precison (HDOP). A measure of the satdllite geometric effects which degrade a
user's horizonta position determination.

13. Integrity. The probability that the system will provide accurate navigation as specified or timely warnings
to users when GPS data should not be used for navigation.

14. Mask Angle. A fixed evation angle referenced to the user's horizon below which GPS satdllites are
ignored by the receiver software,

15. Non-Precison Approach Operations. Those flight phases conducted on charted Instrument Approach
Procedures (IAPs) commencing at the initid approach fix and concluding at the missed gpproach point or the
missed gpproach holding fix, as appropriate.

16. Pressure Altitude. Altitude in the earth's atmosphere above mean standard sealeve pressure datum
plane, measured by a pressure (barometric) atimeter set to standard pressure (29.92 inches of mercury).

17. Pseudorange. The distance from the user to a satellite plus an unknown user clock offset distance. With
four satdllite Sgndsit is possible to compute position and offset distance.

18. Recaver Autonomous Integrity Monitoring (RAIM). A technique whereby acivil GPS
receiver/processor determines the integrity of the GPS navigation sgnas usng only GPS sgnds or GPS sgnds
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augmented with dtitude. This determination is achieved by a consstency check among redundant pseudorange
measurements. At least one satdlite in addition to those required for navigation must be in view for the receiver
to perform the RAIM function.

19. Sand-Alone GPS Navigation System. Stand-aone GPS equipment is equipment that is not combined
with other navigation sensors or navigation systems such as DME, Loran-C, Omega, Inertid, etc. Stand-done
GPS equipment can, however, include other augmentation features such as dtimetry smoothing, clock coagting,
etc.

20. Supplementd Air Navigation Sysem. An FAA-gpproved navigation system that can be used for
navigation provided an dternate navigation system, which meets dl of the regulatory requirements for the route
of flight, isaso ingaled on the aircraft.

21. Sydem Avalability. The percentage of time (Specified as 98 percent) that at least 21 of the 24 GPS
satdlites must be operationd and providing a usable navigation sgnd.

22. Temind AreaOperations. Those flight phases conducted on charted Standard Instrument Departures
(SID's), on Standard Termina Arrivas (STAR'S), or other flight operations between the last en route
fix/iwaypoint and an initid gpproach fix/waypoint.

23. Track Angle Error. Track angle error is the difference between the desired track and actud track
(magnetic or true).
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